
 
 

CITY OF CAMPBELL 
Community Development Department 

 
November 18, 2021 
 
NOTICE OF ADMINISTRATIVE PLANNED DEVELOPMENT PERMIT APPLICATION 

Notice is hereby given that the Planning Division of the Community Development Department of the City 

of Campbell has received an application for an Administrative Planned Development Permit for the 

following project proposal:  

Project Address: 482 W. Hamilton Ave., #2 

Zoning/Area Plan: P-D / None 

Neighborhood Association(s):  Campbell Community Center Group  
File No.: PLN-2021-182 

APN: 305-18-059 

Applicant: Emily Scott 

Property Owner: Michael Giluso 

Application Type: Administrative Planned Development Permit 

Project Description: To allow the establishment of a tanning studio (spray tans). 

This project will be decided by the Community Development Director and you have the opportunity to 

provide comment prior to the Director’s decision.  The 10-day comment period for this application begins 

on November 18, 2021 and ends on November 29, 2021. Any comments regarding this application must 

be submitted in writing (including email) to the Planning Division before 5:00 p.m. on November 29, 
2021. The Director will then consider all comments submitted within this time period prior to a decision. 

No additional notice will be provided. Please contact the project planner in a timely manner to determine 

what decision was reached.   

Decisions by the Community Development Director are final in 10 calendar days following the date of 

approval, unless an appeal is received in writing at the City of Campbell Community Development 

Department, 70 N. First Street, Campbell, prior to the end of the appeal period.  A written appeal must be 

accompanied with the required $200 appeal filing fee. City Hall is currently closed to the public however 

plans and architectural drawings may be viewed on the City's 'Public Notices' web page 

(http://www.cityofcampbell.com/501/Public-Notices) under 'Administrative Decisions' or by contacting the 

project planner. Questions or comments regarding this application may be addressed to Stephen Rose, 

Senior Planner, in the Community Development Department, at (408) 866-2142 or by email 

stephenr@campbellca.gov. 

https://www.ci.campbell.ca.us/547/Neighborhood-Associations
http://www.cityofcampbell.com/501/Public-Notices
mailto:stephenr@campbellca.gov








PARKING STALLS NOTES:
1. ACCESSIBLE SPACE MUST PERMIT USE OF EITHER CAR DOOR.
2. WHEEL STOPS ARE REQUIRED WHEN NO CURB OR BARRIER IS PROVIDED WHICH PREVENTS
ENCROACHMENT OF CAR OVER REQUIRED WIDTH OF WALKWAYS.
3. USERS MUST NOT BE FORCED TO TRAVEL BEHIND PARKED CARS OTHER THAN THEIR OWN.
4. SURFACE SLOPES OF PARKING AREAS FOR THE DISABLED ARE NOT TO EXCEED 2 % IN ANY DIRECTION.
5. CURB RAMPS SHALL NOT ENCROACH INTO ANY PARKING SPACE OR ACCESS AISLE.
6. HANDICAPPED SPACE SHALL BE NEAR ACCESSIBLE PRIMARY ENTRANCE OF BUILDING.
7. 2 SPACES CAN SHARE AN ACCESS AISLE.

NO
PARKING

TRUNCATED DOME REQUIREMENTS PER CBC 11B-705.1
1. TRUNCATED DOMES ARE YELLOW AND APPROXIMATE FS 33538
OF FEDERAL STANDARD 595 OR NOT LESS THAN 70 %
CONTRASTING IN ACCORDANCE WITH CBC 11B-705.1.1.3.
2.  TRUNCATED DOME PADS ARE NOT LESS THAN 36" DEEP.
3.  THE TOP DIAMETER OF DOMES TO BE BETWEEN 0.45-0.47
INCHES, BOTTOM DIAMETERS TO BE 0.9-0.92 INCHES AND 2" HIGH
PER CBC 11B-705.1.1.1.
4.  THE OUTSIDE BASE TO BASE SPACE AS 0.65" PER CBC
11B-705.1.1.2.

8. LAVATORIES SHALL BE MIN. 17" IN HORIZONTAL DEPTH & MOUNTED WITH THE RIM 34"

ABOVE THE FINISHED FLOOR & WITH VERTICAL CLEARANCE MEASURED FROM THE
BOTTOM OF THE APRON OR OUTSIDE BOTTOM EDGE OF THE LAVATORY OF 29"
REDUCING TO 27" AT POINT LOCATED 8" BACK FROM THE FRONT EDGE.  A MIN. 9" HIGH
TOE CLEARANCE EXTENDING BACK TOWARD THE WALL TO A DISTANCE NO MORE THAN
6" FROM THE BACK WALL PER CBC.

9. PROVIDE A ROLL-IN SHOWER STALL IN ALL ACCESSIBLE UNITS IN CONFORMANCE WITH
THE REQUIREMENTS OF 2019 CBC & OTHER APPLICABLE CALIFORNIA CODES.

10. THE FULL LENGTH OF HOT WATER AND DRAIN PIPES UNDER LAVATORIES SHALL BE
INSULATED OR OTHERWISE COVERED.  THERE SHALL BE NO SHARP OR ABRASIVE
SURFACES UNDER LAVATORIES OR COUNTER.

11. MIRRORS SHALL BE MOUNTED WITH THE BOTTOM EDGE OF THE REFLECTIVE
SURFACE TO NOT MORE THAN 40 INCHES FROM THE FLOOR.

12. LOCATE PAPER TOWEL DISPENSERS, SANITARY NAPKIN DISPENSERS, WASTE
RECEPTACLES, HAIR DRYER UNIT, WALL-MOUNTED TELEPHONE SET, ETC. WITH ALL
OPERABLE PARTS NO MORE THAN 40 INCHES HIGH FROM THE FLOOR.

13. LOCATE TOILET TISSUE DISPENSERS ON THE WALL 7" MIN. & 9" MAX. IN FRONT OF
THE WATER CLOSET (MEASURED FROM THE CENTERLINE AT THE DISPENSER)
MOUHNTED BELOW THE GRAB BAR, WITH THE OUTLET OF THE DISPENSER AT A MIN.
HEIGHT OF 19".   DISPENSERS THAT CONTROL DELIVERY OR THAT DOES NOT PERMIT
CONTINUOUS PAPER FLOW SHALL NOT BE USED.

14. SINKS TO HAVE LEVER HANDLES PER 2019CBC.

GRAB BARS
1. GRAB BARS SHALL BE LOCATED ON ONE SIDE AND THE BACK OF THE PHYSICALLY
DISABLED TOILET STALL OR COMPARTMENT AND SHALL BE SECURELY ATTACHED 33
INCHES ABOVE AND PARALLEL TO THE FLOOR.

2. GRAB BARS AT THE SIDE SHALL BE AT LEAST 42 INCHES LONG WITH THE FRONT END
POSITIONED 24 INCHES IN FRONT OF THE WATER CLOSET STOOL.  GRAB BARS AT THE
BACK SHALL NOT BE LESS THAN 36 INCHES LONG.

3. THE DIAMETER OR WIDTH OF THE GRIPPING SURFACES OF A GRAB BAR SHALL BE 1-1/4
INCHES OR THE SHAPE SHALL PROVIDE AN EQUIVALENT GRIPPING SURFACE. IF THE
GRAB BARS ARE MOUNTED ADJACENT TO A WALL, THE SPACE BETWEEN THE WALL AND
THE GRAB BARS SHALL BE 1-1/2 INCHES.

4. A GRAB BAR AND ANY WALL OR OTHER SURFACE ADJACENT TO IT SHALL BE FREE OF
ANY SHARP OR ABRASIVE ELEMENTS. GRAB BAR EDGES SHALL HAVE A MINIMUM OF A
RADIUS OF 1/8 INCH.

5. GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS.

6. GRAB BARS SHALL BE DESIGNED TO SUPPORT A 250-POUND FORCE AND TO COMPLY
WITH THE PROVISIONS SET FORTH IN 2019 CBC & OTHER APPLICABLE CALIFORNIA
CODES.

7. GRAB BARS AT SHOWER STALLS SHALL COMPLY WITH PROVISIONS SET FORTH IN 2019
CBC & OTHER APPLICABLE CALIFORNIA CODES.

TELEPHONES
1. PERMANENTLY INSTALLED TELEPHONES IN ALL ACCESSIBLE UNITS SHALL HAVE
VOLUME CONTROL COMPLYING WITH PROVISIONS SET FORTH IN 2019 CBC & OTHER
APPLICABLE CALIFORNIA CODES.  AN ACCESSIBLE ELECTRICAL OUTLET WITHIN 4 FEET OF
A TELEPHONE CONNECTION SHALL BE PROVIDED TO FACILITATE THE USE OF A TEXT
TELEPHONE.

BUILDING SIGNAGE
1. SIGNS WHICH DESIGNATE PERMANENT ROOMS AND SPACES SHALL COMPLY WITH 2019
CBC & OTHER APPLICABLE CALIFORNIA CODES.

2. OTHER SIGNS WHICH PROVIDE DIRECTION TO OR INFORMATION ABOUT FUNCTIONAL
SPACES OF THE BUILDING SHALL COMPLY WITH 2019 CBC & OTHER APPLICABLE
CALIFORNIA CODES.  EXCEPTION: BUILDING DIRECTORIES MENUS, AND ALL OTHER SIGNS
WHICH ARE TEMPORARY ARE NOT REQUIRED TO COMPLY.

HAZARDS AND PROTRUDING OBJECTS
1. OBJECTS PROJECTING FROM WALLS WITH THEIR LEADING EDGES BETWEEN 27 INCHES
AND 80 INCHES ABOVE THE FINISHED FLOOR SHALL PROTRUDE NO MORE THAN 4 INCHES
INTO WALKS, HALLS CORRIDORS, PASSAGEWAYS, OR AISLES.

2. OBJECTS MOUNTED WITH THEIR LEADING EDGES AT BELOW 27 INCHES ABOVE THE
FINISHED FLOOR MAY PROTRUDE ANY AMOUNT.

3. FREE- STANDING OBJECTS MOUNTED ON POSTS OR PYLONS MAY OVERHANG 12
INCHES MAXIMUM FROM 27 INCHES TO 80 INCHES ABOVE THE GROUND OR FINISHED
FLOOR.

4. PROTRUDING OBJECTS SHALL NOT REDUCE THE REQUIRED CLEAR WIDTH OF AN
ACCESSIBLE ROUTE OR MANEUVERING SPACE.

5. ANY OBSTRUCTION OVERHANGING A PEDESTRIAN WAY SHALL BE A MINIMUM OF 80
INCHES ABOVE THE WALKING SURFACE AS MEASURED TO THE BOTTOM OF THE
OBSTRUCTION.

PARKING
1. SURFACE SLOPES OF PARKING SPACE FOR THE PHYSICALLY DISABLED SHALL NOT
EXCEED ¼ INCH PER FOOT (2% GRADIENT) IN ANY DIRECTION.

2. ACCESSIBLE PARKING SPACE SHALL BE DESIGNATED AS RESERVES BY SHOWING THE
INTERNATIONAL SYMBOL OF ACCESSIBILITY.

3. ONE IN EVERY SIX REQUIRED ACCESSIBLE SPACES, BUT NOT LESS THAN ONE SHALL BE
SERVED BY AN ACCESS AISLE OF 96" WIDE MIN. AND SHALL HAVE AN ADDITIONAL SIGN "
VAN ACCESSIBLE" MOUNTED BELOW THE INTERNATIONAL SYMBOL OF ACCESSIBILITY.
SUCH AS SIGN SHALL BE LOCATED SO THEY CANNOT BE OBSCURED BY A VEHICLE
PARKED IN THE SPACE.

ACCESSIBLE HARDWARE NOTE
1.  ACCESSIBLE HARDWARE SHALL BE CENTERED BETWEEN 34" & 44" ABOVE THE FLOOR.
HAND-ACTIVATED DOOR OPENING HARDWARE, HANDLES, PULLS, LATCHES, LOCKS &
OTHER OPERATING DEVICES ON ACCESSIBLE DOORS SHALL HAVE A SHAPE THAT IS EASY
TO GRASP WITH ONE HAND & DOES NOT REQUIRE TIGHT GRASPING, TIGHT PINCHING OR
TWISTING OF THE WRIST TO OPERATE.  LATCHING & LOCKING DOORS THAT ARE
HAND-ACTIVATED & WHICH ARE IN A PATH OF TRAVEL SHALL BE OPERABLE WITH A
SINGLE EFFORT BY LEVER-TYPE HARDWARE, PANIC PARES, PUSH-PULL ACTIVATING BARS
OR OTHER HARDWARE DESIGNED TO PROVIDE PASSAGE.

STAIRWAYS
1. THE UPPER APPROACH AND THE LOWER TREAD OF EACH INTERIOR STAIR SHALL BE
MARKED BY A STRIP OF CLEARLY CONTRASTING COLOR AT LEAST 2 INCHES WIDE AND
PLACED PARALLEL TO AND NOT MORE THAN 1 INCH FROM THE NOSE OF THE STEP OR
LANDING TO ALERT THE VISUALLY IMPAIRED. THE STRIP SHALL BE OF A MATERIAL THAT IS
AT LEAST AS SLIP- RESISTANT AS THE TREADS OF THE STAIR.

2. WHERE STAIRWAYS OCCUR OUTSIDE A BUILDING, THE UPPER APPROACH AND ALL
TREADS SHALL BE MARKED BY A STRIP OF CLEARLY CONTRASTING COLOR AT LEAST 2
INCHES WIDE AND PLACED PARALLEL TO, AND NOT MORE THAN 1 INCH FROM THE NOSE
OF THE STEP OF LANDING TO ALERT THE VISUALLY IMPAIRED. THE STRIP SHALL BE OF A
MATERIAL THAT IS AS SLIP- RESISTANT AS THE TREADS OF THE STAIR. A PAINTED STRIPE
SHALL BE ACCEPTABLE.

ACCESSIBLE ROUTE/SIDEWALK/HALLS/CORRIDOR/AND
AISLES
1. AT LEAST ONE ACCESSIBLE ROUTE COMPLYING WITH 2019 CBC & OTHER APPLICABLE
CALIFORNIA CODES SHALL CONNECT ACCESSIBLE BUILDING OR FACILLITY ENTRANCES
WITH ALL ACCESSIBLE SPACES AND ELEMENTS WITHIN THE BUILDING.

2. ACCESSIBLE ROUTE SHALL HAVE A CONTINUOUS SURFACE NOT INTERRUPTED BY
STEPS OR BY ABRUPT CHANGES IN LEVEL EXCEEDING 1/2 INCH; CHANGE IN LEVEL UP
TO A 1/4" MAY BE VERTICAL AND WITHOUT EDGE TREATMENT; CHANGE IN LEVEL
BETWEEN ¼" AND ½" SHALL BE BEVELED WITH NO SLOPE GREATER THAN 1:2 AND SHALL
BE A MINIMUM OF 36 INCHES IN WIDTH EXCEPT AT DOOR.

3. SURFACE CROSS SLOPES OF ACCESSIBLE ROUTE SHALL NOT EXCEED 1:50.

4. ACCESSIBLE ROUTE HAS LESS THAN 60" CLEAR WIDTH, AT LEAST 60" X 60" PASSING
SPACE SHALL BE LOCATED AT REASONABLE INTERVAL NOT TO EXCEED 200 FT., T-
INTERSECTION OF 2 CORRIDORS OR WALKS IS ACCEPTABLE PASSING SPACE.

5. WALKS, SIDEWALKS, AND PEDESTRIAN WAYS SHALL BE FREE OF GRATING
WHENEVER POSSIBLE.  GRID OPENINGS WITHIN GRATINGS LOCATED IN THE SURFACE
OF ANY OF THESE AREAS SHALL BE LIMITED TO ½ INCH IN THE DIRECTION OF THE
TRAFFIC FLOW.

6. WHEN THE SLOPE IN THE DIRECTION OF TRAVEL OF ANY WALK EXCEEDS 1 VERTICAL
TO 20 HORIZONTAL, IT SHALL COMPLY WITH THE PROVISIONS OF PEDESTRIAN RAMPS.

7. AREA OF RESCUE ASSISTANCE TO COMPLY WITH PROVISIONS SET FORTH IN 2019
CBC & OTHER APPLICABLE CALIFORNIA CODES.

ENTRANCES/DOORS
1. ALL ACCESSIBLE ENTRANCES SHALL BE IDENTIFIED WITH AT LEAST ON STANDARD
SIGN AND WITH ADDITIONAL DIRECTIONAL SIGNS, AS REQUIRED, VISIBLE FROM
APPROACHING PEDESTRIAN WAYS:

2. EVERY REQUIRED ENTRANCE OR PASSAGE DOORWAY SHALL BE OF A SIZE AS TO
PERMIT THE INSTALLATION OF A DOOR NOT LESS THAN 36 INCHES IN WIDTH, AND NOT
LESS THAN 80 INCHES IN HEIGHT. DOORS SHALL BE CAPABLE OF OPENING AT LEAST 90
DEGREES AND SHALL BE SO MOUNTED THAT THE CLEAR WIDTH OF THE DOORWAY IS
NOT LESS THAN 32 INCHES.

3. LATCHING AND LOCKING DOORS THAT ARE HAND ACTIVATED AND WHICH ARE IN A
PATH OF TRAVEL, SHALL BE OPERABLE WITH A SINGLE EFFORT BY LEVER TYPE
HARDWARE, PANIC BARS, PUSH-PULL ACTIVATING BARS, OR OTHER HARDWARE
DESIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING THE ABILITY TO GRASP THE
OPENING HARDWARE.

4. HARDWARE REQUIRED FOR ACCESSIBILE DOOR PASSAGE SHALL BE CENTERED
BETWEEN 34" & 44" ABOVE THE FLOOR PER CBC.

5. THE FLOOR OR LANDING SHALL NOT BE MORE THAN ½ INCH LOWER THAN THE
THRESHOLD OF THE DOORWAY, CHANGES IN LEVEL BETWEEN ¼ INCH AND ½ INCH
SHALL BE LEVELED WITH A SLOPE NO GREATER THAN 1:2.

6. THE MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 LBS. FOR
INTERIOR OR EXTERIOR DOORS. SUCH PULL OR PUSH EFFORT BEING APPLIED AT RIGHT
ANGLES TO HINGED DOORS AND AT THE CENTER PLANE OF SLIDING OR FOLDING
DOORS. COMPENSATING DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE  UTILIZED
TO MEET THE ABOVE STANDARDS. WHEN FIRE DOORS ARE REQUIRED, THE MAXIMUM
EFFORT TO OPERATE THE DOOR MAY NOT EXCEED 15 LBS.

7. MINIMUM MANEUVERING CLEARANCES AT DOORS THAT ARE NOT AUTOMATIC OR
POWER-ASSISTED SHALL BE COMPLYING WITH 2019 CBC & OTHER APPLICABLE
CALIFORNIA CODES. THE FLOOR OR GROUND AREA WITHIN THE REQUIRED
CLEARANCES SHALL BE LEVEL AND CLEAR.

HANDRAILS
1. TOP OF HANDRAIL GRIPPING SURFACES AT SHALL BE 34 INCHES TO 38 INCHES ABOVE
THE NOSING OF THE STAIR TREADS, OR THE RAMP SURFACE.

2. HANDRAILS AT STAIRWAYS SHALL EXTEND A MINIMUM OF 12 INCHES BEYOND THE
TOP NOSING AND 12 INCHES PLUS THE TREAD WIDTH BEYOND THE BOTTOM NOSING.

3. HANDRAILS AT RAMPS SHALL RUN ALONG BOTH SIDES OF A RAMP, BE CONTINUOUS
THE FULL LENGTH, EXTEND AT LEAST 12 INCHES BEYOND THE TOP AND BOTTOM OF
THE RAMP.

4. WHERE THE EXTENSION OF THE HANDRAIL IN THE DIRECTION OF THE STAIR RUN
WOULD CREATE A HAZARD, THE EXTENSION SHALL BE MADE AT RIGHT ANGLES, ON THE
FACE OF A RETURNING WALL. WHERE THE STAIRS ARE CONTINUOUS FROM LANDING TO
LANDING, THE INNER RAIL SHALL BE CONTINUOUS AND NEED NOT EXTEND OUT INTO
THE LANDING.

5. HANDRAILS SHALL BE CONTINUOUS ALONG BOTH SIDES OF STAIRS. THE INSIDE
HANDRAIL ON SWITCHBACK OR DOGLEG STAIRS SHALL ALWAYS BE CONTINUOUS.

6. THE HANDRAIL GRIPPING SURFACES SHALL BE UNINTERRUPTED BY NEWEL POSTS
OR OTHER CONSTRUCTION ELEMENTS, OR OBSTRUCTIONS.

7. HANDRAIL ENDS SHALL BE ROUNDED OR RETURNED SMOOTHLY TO NEWEL POSTS,
FLOOR, WALL, OR SAFETY TERMINALS AND SHALL NOT ROTATE WITHIN THEIR FITTINGS.

8. HANDRAILS PROJECTED FROM A WALL SHALL HAVE A SPACE OF NOT LESS THAN 1-1/2
INCHES BETWEEN THE WALL AND THE HANDRAIL.

9. THE HANDGRIP PORTION OF HANDRAILS SHALL BE NEITHER LESS THAN 1-1/4 INCH
NOR MORE THAN 1-1/2 INCH IN CROSS-SECTIONAL DIMENSION OR THE SHAPE SHALL
PROVIDE AND EQUIVALENT SMOOTH GRIPPING SURFACE WITH NO SHARP CORNERS.

ADDITIONAL REQUIREMENTS & INFORMATION
1.  ALL REACH RANGES FOR ELECTRICAL SWITCHES AND RECEPTACLE OUTLETS SHALL
COMPLY WITH 2019 CBC 11B-308:

A. ELECTRICAL RECEPTACLE OUTETS ON BRANCH CIRCUITS OF 30 AMPERES OR LESS &
COMMUNICATION SYSTEM RECEPTACLES SHALL BE LOCATED NO MORE THAN 48"
MEASURED FROM THE TOP OF THE RECEPTACLE OUTLET BOX OR RECEPTACLE
HOUSING NOR LESS THAN 15" MEASURED FROM THE BOTTOM OF THE RECEPTACLE
OUTLET BOX OR RECEPTACLE HOUSING TO THE LEVEL OF THE FINISHED FLOOR OR
WORKING PLATFORM.

B. CONTROLS & SWITCHES TO CONTROL LIGHTING & RECEPTACLE OUTLETS,
APPLIANCES OR COOLING, HEATING, & VENTILATING EQUIPMENT SHALL BE LOCATED NO
MORE THAN 48" MEASURED  FROM THE TOP OF THE OUTLET BOX NOR LESS THAN 15"
MEASURED FROM THE BOTTOM OF THE OUTLET BOX TO THE LEVEL OF THE FINISHED
FLOOR OR WORKING PLATFORM.

2. THE CENTER OF FIRE ALARM INITIATING DEVICES (BOXES) SHALL BE LOCATED 48
INCHES ABOVE THE LEVEL OF THE FLOOR, WORKING PLATFORM, GROUND SURFACE,
OR SIDEWALK.

3. THE INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL BE THE STANDARD USED TO
IDENTIFY FACILITIES THAT ARE ACCESSIBLE TO AND USABLE BY PHYSICALLY DISABLED
PERSONS. THE SYMBOL SPECIFIED ABOVE SHALL CONSIST OF A WHITE FIGURE ON
BLUE BACKGROUND. THE BLUE SHALL BE EQUAL TO COLOR NO.15090 IN FEDERAL
STANDARD  595A.

4. PROVIDE AUXILIARY VISUAL ALARM IN COMPLIANCE WITH 2019 CBC & OTHER
APPLICABLE CALIFORNIA CODES IN ALL ACCESSIBLE UNITS.

5. PROVIDE VISUAL NOTIFICATION DEVICES TO ALERT ROOM OCCUPANTS OF INCOMING
TELEPHONE CALLS AND DOOR KNOCK OR BELL, SUCH DEVICES SHALL NOT BE
CONNECTED TO AUXILIARY VISUAL ALARM SIGNAL APPLIANCES.

ACCESSIBILITY REQUIREMENTS

CLEAR FLOOR OR GROUND SPACE FOR WHEELCHAIRS
1. THE MINIMUM, CLEAR FLOOR OR GROUND SPACE REQUIRED TO ACCOMMODATE A SINGLE STATIONARY
WHEELCHAIR AND OCCUPANT IS 30 INCHES X 48 INCHES.  THE MINIMUM CLEAR FLOOR OR GROUND SPACE
FOR WHEELCHAIRS MAY BE POSITIONED FOR FORWARD OR PARALLEL APPROACH TO AN OBJECT.  CLEAR
FLOOR OR GROUND SPACE FOR WHEELCHAIRS MAY BE PART OF THE KNEE SPACE REQUIRED UNDER SOME
OBJECTS.

2. PROVIDE AN ADDITIONAL 12 INCHES WIDTH ON ONE SIDE FOR ALCOVES GREATER THAN 15 INCHES DEEP
AND DESIGNED FOR SIDE APPROACH.

3. PROVIDE AN ADDITIONAL 6 INCHES WIDTH ON ONE SIDE FOR ALCOVES GREATER THAN 24 INCHES DEEP
AND DESIGNED FOR FRONTAL APPROACH.

SANITARY FACILITIES (GENERAL)
1. ALL DOORWAYS LEADING TO SANITARY FACILITIES SHALL HAVE A MIN. 32-INCH CLEAR, UNOBSTRUCTED
OPENING.

2. ALL SINKS, FAUCET CONTROLS, AND OPERATING MECHANISMS SHALL BE OPERABLE WITH ONE HAND AND
SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED TO
ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5 LBS. LEVER-OPERATED, PUSH-TYPE, AND
ELECTRONICALLY CONTROLLED MECHANISMS ARE EXAMPLES OF ACCEPTABLE DESIGNS.

3. WALLS & PARTITIONS WITHIN 2 FT. OF URINALS & WATER CLOSETS SHALL HAVE A SMOOTH, HARD,
NONABSORBENT SURFACE TO A HEIGHT OF 4 FT. ABOVE THE FLOOR PER CBC 1210.2.

4. WALLS WITHIN 2 FEET OF FRONT AND SIDE OF WATER CLOSETS AND URINALS SHALL HAVE A SMOOTH,
HARD NON-ABSORBENT SURFACE TO A HEIGHT OF 4 FEET.

TOILET ROOM FIXTURES AND ACCESSORIES
1. ALL ACCESSORIES SUCH AS GRAB BARS, TOWEL BARS, PAPER DISPENSER, SOAP DISH, ETC. PROVIDED ON
OR WITHIN WALLS SHALL BE INSTALLED AND SEALED TO PROTECT STRUCTURAL ELEMENTS FROM MOISTURE.

2. THE HEIGHT OF ACCESSIBLE WATER CLOSETS SHALL BE A MINIMUM OF 17 INCHES AND A MAXIMUM OF 19
INCHES MEASURED TO THE TOP OF THE TOILET SEAT.

3. CENTERLINE OF ACCESSIBLE TOILET TO BE 17" MIN. TO 18" MAX. FROM THE SIDE WALL OR PARTITION.

4. TOILET AND URINAL FLUSH CONTROLS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE
TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST.  CONTROLS FOR THE FLUSH VALVES SHALL BE
MOUNTED ON THE WIDE SIDE OF THE TOILET AREA NO MORE THAN 44 INCHES ABOVE THE FLOOR.  THE
FORCE REQUIRED TO ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5 LBS.

5. WHERE URINALS ARE PROVIDED, AT LEAST ONE SHALL HAVE A CLEAR SPACE 30 INCHES WIDE X 48 INCHES
LONG IN FRONT OF THE URINAL.  AT LEAST ONE URINAL WITH A RIM PROJECTING A MINIMUM OF 14 INCHES
FROM THE WALL AND A MAXIMUM OF 17 INCHES ABOVE THE FLOOR SHALL BE INSTALLED.  URINAL SHIELDS
THAT DO NOT EXTEND BEYOND THE FRONT EDGE OF THE URINAL RIM MAY BE PROVIDED WITH 29 INCHES
CLEARANCE BETWEEN THEM.

6. A CLEAR FLOOR SPACE 30 INCHES WIDE X 48 INCHES LONG SHALL BE PROVIDED IN FRONT OF A LAVATORY
TO ALLOW A FORWARD APPROACH. SUCH CLEAR FLOOR SPACE SHALL ADJOIN OR OVERLAP AN ACCESSORY
ROUTE AND SHALL EXTEND INTO KNEE AND TOE SPACE UNDERNEATH THE LAVATORY.

7. LAVATORIES SHALL BE MOUNTED WITH A MINIMUM DISTANCE OF 18 INCHES FROM A WALL OR PARTITION TO
THE CENTERLINE OF THE FIXTURE. LAVATORY SHALL BE MOUNTED WITH THE RIM OR THE COUNTER SURFACE
NO HIGHER THAN 34 INCHES ABOVE THE FINISHED FLOOR AND WITH A CLEARANCE OF AT LEAST 27 INCHES
FROM FINISHED FLOOR TO THE BOTTOM OF COUNTER SPACE.

   REMAINS OPEN FOR AT LEAST 10 SECONDS.
4. SELF CLOSING VALVES ARE ALLOWED IF FAUCET
   EXAMPLES OF ACCEPTABLE DESIGN.
   ELECTRONICALLY CONTROLLED MECHANISMS ARE
   5 LB. LEVER OPERATED, PUSH TYPE AND
3. FORCE TO ACTIVATE CONTROLS IS NOT TO EXCEED
   TWISTING OF WRIST.
   AND CANNOT REQUIRE GRASPING, PINCHING OR
2. ALL CONTROLS MUST BE OPERABLE WITH ONE
   UNDER LAVATORIES.
1.  NO SHARP OR ABRASIVE ELEMENTS ARE ALLOWED

LAVATORY NOTES:

WATER SUPPLY & DRAIN PIPES UNDER LAV & SINKS SHALL BE
INSULATED OR OTHERWISE CONFIGURED TO PROTECT
AGAINST CONTACT.  THERE SHALL BE NO SHARP OR
ABRASIVE SURFACES UNDER LAV & SINKS (CBC 11B-606.5).

SIGNED 9/21/2021
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GENERAL NOTES

1. ALL ITEMS AND INSTALLATIONS BY EQUIPMENT CONTRACTOR, DÉCOR CONTRACTOR AND SIGN FABRICATOR ARE UNDER A
SEPARATE CONTRACT AND NOT PART OF GENERAL CONSTRUCTION BID.  GENERAL CONTRACTOR AND SUBS ARE
RESPONSIBLE FOR RELATED WORK AS OUTLINED IN THE DRAWINGS, E.G. PROVIDE POWER TO SPECIFIED LOCATION FOR
SIGN, BUT SIGN CONTRACTOR SHALL FABRICATE ITEM AND INSTALL.

2. EXTERIOR ILLUMINATED OR NON ILLUMINATED SIGN, AWNING OR APPLICABLE, ETC SHALL BE UNDER SEPARATE
CONTRACTS AND PERMITS.  APPLICATION FOR PERMITS SHALL BE FILED WITH LOCAL AUTHORITY PRIOR TO FABRICATION OR
INSTALLATION.

APPROVAL OF SUBSTITUTIONS

1. WHEN A SPECIFIC REFERENCE TO AN ARTICLE, MANUFACTURER, PROPERTY, NAME DEVICE, PRODUCT, MATERIAL OR
FIXTURE IS MADE IN GENERAL CONSTRUCTION DOCUMENTS, IT IS TO ESTABLISH A STANDARD OF QUALITY AND SHALL NOT
BE CONSTRUED AS LIMITING COMPETITION.  IF THE CONTRACTOR, SUBCONTRACTOR, SUPPLIER, MANUFACTURERS
REPRESENTATIVE, ETC., INVOLVED WITH THE PROJECT DESIRES TO BID MATERIAL OTHER THAN THE SPECIFIED ITEMS, A
REQUEST FOR APPROVAL OF LIKE ITEMS SHALL BE MADE IN WRITING TO ARCHITECT/OWNER NO LATER THAN 5 CALENDAR
DAYS PRIOR TO SPECIFIED TIME FOR GENERAL CONSTRUCTION BID OPENING.  MATERIALS ACCEPTABLE FOR
SUBSTITUTIONS WILL BE APPROVED BY A DULY AUTHORIZED ADDENDUM ISSUED BY ARCHITECT TO ALL CONTRACT
DOCUMENT HOLDERS OF RECORD.  MATERIAL NOT LISTED IN THE CONTRACT DOCUMENTS OR ADDENDUM WILL NOT BE
ACCEPTABLE FOR THIS PROJECT.

2. SUBMITTAL FOR APPROVAL OF MATERIALS OR PRODUCTS SHALL CONTAIN SUFFICIENT INFO.  DESCRIPTION BROCHURES,
DRAWINGS, SAMPLE OR OTHER DATA AS NECESSARY OR REQUIRED TO DETERMINE WHETHER THE PROPOSED
SUBSTITUTION IS EQUAL TO ITEM SPECIFIED.  EACH SUBMITTAL SHALL BE WELL MARKED AND IDENTIFIED AS TO TYPE AND
KIND OF ITEMS, MATERIALS; PRODUCTS WILL BE COMPLETE WITH SUBSTANTIATING DATA.  REFERENCE TO CATALOGS THAT
DESIGN CONSTRUCTION COORDINATOR MAY OR MAY NOT HAVE, WILL NOT BE ACCEPTABLE .

CHANGE IN THE WORK

THE CONTRACTOR SHALL NOT MAKE ANY ADDITION, DELETION OR REVISION TO THE CONTRACT DOCUMENTS, WHICH WOULD
AFFECT THE CONTRACT SUM OR CONTRACT TIME WITHOUT WRITTEN CHANGE ORDER, AUTHORIZED AND SIGNED BY BOTH
THE OWNER AND DESIGN RESTAURANT SYSTEMS.

WOOD STUD PARTITION WALL DETAIL
SCALE:  N.T.S.

1

ELECTRICAL NOTES

1. FURNISH AND INSTALL, INCLUDING LABOR, SUPERVISION, MATERIAL, TOOLS, SERVICES, TRANSPORTATION, OVERHEAD, COSTS,
FEES, PLAN CHECK FEES, INSPECTION CHARGES, ROYALTIES, ETC.  A COMPLETE ELECTRICAL INSTALLATION AS SPECIFIED HEREIN
AND INDICATED ON ALL DRAWINGS, E.G. CONTROL WIRING FOR MECHANICAL SYSTEMS, IN AN APPROVED, NEAT FIRST CLASS,
FINISHED, SAFE, WORKMANSHIP LIKE MANNER THAT COMPLIES WITH ALL APPLICABLE LOCAL, STATE, FEDERAL (AND SERVING
ELECTRICAL AND TELEPHONE UTILITIES, ETC.) CODES, ORDINANCES, RULES, REGULATIONS, STANDARDS, ETC. INCLUDING CURRENT
ADDENDA AND ERRATA.  THE ENTIRE ELECTRICAL INSTALLATION SHALL COMPLY OR SURPASS THE MOST RECENT ADDITION OF THE
NATIONAL ELECTRICAL CODE PER OCCUPATIONAL SAFETY AND HEALTH ACT (OSHA).

2. REFER TO ALL SHEETS AND SPECIFICATIONS PRIOR TO ANY BIDDING.  ANY DISCREPANCIES IN DRAWINGS OR JOB SITE CONDITIONS
SHALL BE NOTED AND INDICATED ON THE BID SUBMITTAL.

3. ALTHOUGH THE DRAWINGS HAVE ENDEAVORED TO SHOW ALL UTILITIES AT THE PROJECT SITE, ALL UTILITY LOCATIONS ARE NOT
NECESSARILY KNOWN OR SHOWN.  ELECTRICIAN SHALL DETERMINE ELECTRICAL SERVICE TO EXISTING RETAIL SPACE.  ALSO,
WITHOUT LIMITATION, THE ELECTRICIAN SHALL BE RESPONSIBLE AT HIS OWN COST FOR ALL WORK EXPENSES OR SPECIAL
PRECAUTIONS CAUSED BY THE EXISTENCE OR PROXIMITY OF UTILITIES ENCOUNTERED AT THE SITE MAY INCLUDE COMMUNICATIONS
CABLES OR HIGH VOLTAGE CABLES.  WHEN CORE DRILLING, CUTTING, ETC. IN THE VICINITY OF THE CABLES, SPECIAL PRECAUTIONS
SHALL BE OBSERVED BY THE ELECTRICIAN TO GUARD AGAINST ANY DAMAGE OR INJURY.

4. ELECTRICIAN SHALL MAINTAIN ELECTRICAL SERVICE (EVEN TEMPORARY WIRING) TO BUILDING SPACE.  IF NECESSARY TO CUT OFF
POWER PROPER, TIMELY NOTICE SHALL BE GIVEN TO OWNER AND SUBCONTRACTORS.  DURATION OF POWER CUT OFF SHALL BE
KEPT TO MINIMUM.

5. ELECTRICIAN SHALL COMPLETE ANY DEMOLITION WORK AS REQUIRED FOR NEW WORK SUCH AS REMOVING EXISTING DRYWALL,
PLASTER, STUDS, RELOCATING EXISTING UTILITIES AS REQUIRED.

6. ELECTRICIAN SHALL DETERMINE THE NEW ELECTRICAL SERVICE LOAD REQUIRED FOR RESTAURANT EQUIPMENT, LIGHTING, ETC.
IF NECESSARY, INCREASE SIZE OF SERVICE AS REQUIRED.  REVIEW POWER SUPPLY W/PAC. GAS AND ELECTRIC AGENT AS SOON AS
POSSIBLE IN ORDER TO MEET HIS WORK SCHEDULES.  ELECTRICIAN TO SIZE AND INSTALL POWER PANELS AND MAIN
SWITCHBOARDS/GEAR.  IF POSSIBLE ELECTRICIAN SHALL MODIFY EXISTING POWER PANELS AS REQUIRED AND INSTALL CIRCUIT
BREAKERS AS REQUIRED.

7. ELECTRICIAN TO LABEL ALL PANELS AND CIRCUITS BREAKERS IN PANELS FOR EASE OF IDENTIFICATION.

8. ALL WIRING MUST BE IN RIGID CONDUIT OR EMT (ELECTRIC METALLIC CONDUIT) OR FLEX METAL CONDUIT (PIGTAILS TO UNITS ON
DIRECT CONNECTIONS).

9. ELECTRICIAN TO CONNECT AND PROVIDE POWER TO ALL FIXTURES BY ELECTRICIAN, EQUIP. CONT., DÉCOR CONT. OR OWNER.
WHERE NECESSARY ELECTRICIAN WILL DRILL THROUGH FLOOR OR FEEDS TO ITEMS OR GENERAL AREA FEEDS.

10. ELECTRICIAN TO SIZE ALL ELECT. CIRCUIT BREAKERS, WIRE DIAMETERS, CONDUITS, J BOXES, ETC. FOR LOAD REQUIREMENTS.
ELECTRICIAN TO PROVIDE ALL JUNCTION BOXES AND OUTLETS IN WALLS.  INSTALL FLUSH WITH FINISHED WALL OR SPLASH UNLESS
OTHERWISE NOTED.  EXTERNAL WIRING FOR FIXTURES TO BE CONNECTED BY ELECTRICIAN.

11. ELECTRICIAN WILL BE RESPONSIBLE FOR VERIFYING THE ELECT. CHARACTERISTICS AND ADDITIONAL REQ.'S OF ALL THE ELEC.
FOOD SERVICE EQUIPMENT.  EQUIPMENT CUT SHEETS SHALL BE PROVIDED.  VERIFY AND COORDINATE WITH FOOD SERVICE
EQUIPMENT SUPPLIER AND COMPLY AS REQUIRED.  INCLUDING OUTLETS, PLUGS AND ANY EXTERNAL OR INTERNAL WIRING
(FLEXIBLE CONDUIT DIRECT CONNECTIONS FROM 3 BOX TO UNIT).

12. ELECTRICIAN SHALL VERIFY AND COORDINATE WITH MECHANICAL CONTRACTOR ON THE LOCATION OF MECH., EQUIP. E.G.
VOLTAGE, PHASE, HP, AMPERAGE, CONTROL WIRING, NUMBER OF CONNECTIONS, ETC AND COMPLY AS REQUIRED.

13. ALL HORIZONTAL DIMENSIONS ARE TAKEN FROM FACE OF STUD (FOS) OR FACE OF WALL (FOW) TO CENTERLINE OF OUTLET
UNLESS OTHERWISE NOTED.

14. ALL OUTLETS NOTED TO BE PLACED IN WALL AT HEIGHT GIVEN.  HEIGHT IS MEASURED FROM FINISHED FLOOR (NOT FROM
CONCRETE SLAB, WOOD SUB FLOOR OR TOP OF EQUIP BASE) TO CENTERLINE OF OUTLET.

15. INSTALL OUTLETS WHERE DIMENSIONED; IF NECESSARY INSTALL BLOCKING OR FRAMING BRACKETS BETWEEN STUDS.

16. ANY OUTDOOR ELECT OUTLETS, SWITCHES OR CONNECTIONS SHALL BE WATERPROOF.

17. ELECTRICIAN TO CONNECT ALL COMPRESSORS AND FAN MOTORS WITH DISCONNECT, MAGNETIC STARTER, CONTROL SWITCHES.
PROVIDE OVER CURRANT PROTECTION FOR MOTORS NOT FURNISHED WITH INTEGRAL ITEM.  PROVIDE CONTRACTORS FOR ELEC.
COOKING EQUIP WHICH MUST SHUT DOWN WHEN FIRE SUPPRESSION SYSTEM IS ACTIVATED.

18. LIGHTING, POWER, TELEPHONE AND COMMUNICATION OUTLETS SHALL NOT BE PLACED BACK TO BACK IN COMMON WALLS.

19. NO MORE THAN THREE UTILITY OUTLETS SHALL BE ON ONE CIRCUIT.

20. PROVIDE PLUGS AND CORDS FOR MOVABLE EQUIP WHERE THEY ARE NOT STANDARD W/ MANUFACTURER, SHORTEN CORDS IF
REQUESTED BY EQUIP. CONT. OWNER.

21. ELECTRICIAN TO INSTALL METAL CHASE CONDUIT FOR CASH REGISTER COMPUTER CABLE BETWEEN EACH UNIT.  PROVIDE FULL
CORD FOR FUTURE CASH REGISTER CABLE (SHIELDED 4 WIRE, TWISTED PAIRS W/ SEPARATE GROUND WIRE) OR INSTALL CABLE IF
PROVIDED BY OWNER OR CASH REGISTER CONTRACTOR.

22. AT ISOLATED CLEAN CIRCUITS, USE RED COLOR OUTLETS AS INDICATION OF SPECIAL USE.

23. ELECTRICIAN/G.C. TO COORDINATE FLOOR, WALL AND CEILING PENETRATION W/OTHER TRADES.  WORK TO AVOID CONFLICTING
ROUGHIN INSTALLATIONS, REVIEW W/ ARCHITECT.

24. ELECTRICIAN TO PROVIDE AND RUN CONDUIT CHASE FOR TELEPHONE AS INDICATED.  INSTALL J BOXES WITH COVER PLATES AND
PULL CORD FOR TELEPHONE INSTALLER.  RUN BACK TO BUILDING TELEPHONE TERMINAL BOARD.

25. ALL CONDUIT PENETRATION THROUGH FIRE RATED FLOORS, WALLS OR CEILING SHALL BE SEALED TO MAINTAIN THE FIRE
SEPARATION .

BASE AS SCHEDULED

5/8" GYPSUM W/
2x4 WD STUDS

8'

TYP. (N)2"x 4" BETWEEN
(E) STUDS AT 24" O.C. ATTACH W/

(4) 16D NAILS

(E
) S

TU
D (E

) S
TU

D

(E
) W

AL
L

(E
) W

AL
L

WD STUDS @ 16" OC
PRESSURE TREATED 2" X 4"

DOUBLE 2X4 D/F TOP PLATE

BOTTOM TRACK W/ "RED HEAD" HAMMER SET  1/4" x 1-1/2" ANCHOR
& WASHER @ 24" O.C. (MIN. 2 PER PIECE) MAX. 12" FROM EACH END
OF PIECE.  GSA# A-A-1925A TYPE I

(E) SUSPENDED ACOUSTICAL CEILING TILE

SIGNED 9/21/2021
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ELECTRICAL OUTLET PLAN
SCALE:  1/4" = 1'-0"

ELECTRICAL SCOPE OF WORK:
1.  NEW OUTLETS
2.  EXISTING LIGHTING REMAIN
3.  EXISTING HVAC TO REMAIN

CEILING
RECEPTACLE PER

NEC ART. 210.62

GROUNDING NOTE:
THE CONNECTION OF A GROUNDING ELECTRODE CONDUCTOR TO A GROUNDING ELECTRODE SHALL BE
ACCESSIBLE AND MADE IN A MANNER THAT WILL ASSURE A PERMANENT AND EFFECTIVE GROUND.
WHERE NECESSARY TO ASSURE THIS FOR A METAL PIPING SYSTEM USED AS A GROUNDING
ELECTRODE, EFFECTIVE BONDING SHALL BE PROVIDED AROUND INSULATED JOINTS AND SECTIONS
AND AROUND ANY EQUIPMENT THAT IS LIKELY TO BE DISCONNECTED FOR REPAIRS OR REPLACEMENT.
BONDING CONTRACTORS SHALL BE SUFFICIENT LENGTH TO PERMIT REMOVAL OF SUCH EQUIPMENT
WHILE RETAINING THE INTEGRITY OF THE BOND.

CIRCUIT, CONDUIT, & GROUNDING NOTES:

PANELS TO BE MARKED PER CEC ARTICLE 110-22

AIC RATINGS FOR ALL PANELS AND CIRCUIT BREAKERS TO BE PER CEC.

              ALL ABOVE 200V USE #10 WIRE
EQUIPMENT CONDUIT SIZES: ALL 120V USE #12 WIRE
EQUIPMENT CONDUIT TYPES: ALL EMT (NO FLEX CABLE ALLOWED).

FIELD VERIFY ALL EXISTING CONDITIONS

ELECTRICAL NOTES:

1.   SWITCHES, CONTROLS, THERMOSTATS, ETC., ARE TO BE INSTALLED NO HIGHER THEN 48" TO THE TOP
OF THE BOX ABOVE FINISHED FLOOR.

2.  RECEPTACLE OUTLETS TO BE INSTALLED TO BE NO LOWER THEN 15" TO THE BOTTOM OF BOX ABOVE
FINISH FLOOR.

3.  ALL ELECTRICAL WORK SHALL COMPLY WITH THE CEC 2016 CODE.

4.  RACEWAYS WILL COMPLY WITH 2016 CEC.

5.  ALL KITCHEN APPLIANCES AND MOTORS (IN COMPLIANCE WITH CEC) TO HAVE DISCONNECT SWITCH.

6.  ALL FEEDERS AND ALL OTHER SYSTEMS (BRANC, FEEDERS, & EQUIPMENT WHIPS) TO COMPLY WITH
NEC.

7.  ALL ELECTRICAL PANELS SHALL BE PROPERLY LABELED.

8.  A PERMANENT PLAQUE OR DIRECTORY SHALL BE INSTALLED AT EACH SERVICE DISCONNECTING
LOCATION IN COMPLIANCE WITH 2019 CEC ART.

9.  ALL ELECTRICAL EQUIPMENT SHALL BE FIELD MARKED WARNING QUALIFIED PERSONAL OF THE
POTENTIAL ARC FLASH HAZARDS AND THE APPROPRIATE PPE REQURED, PER 2019 CEC.

(E) ELECT. PNL.

(E) RESTROOM

TANNING
ROOM #1

TANNING
ROOM #2

TANNING
ROOM #3

TANNING
ROOM #4

TANNING
ROOM #5

OWNERS
OFFICE/

STORAGE

RECEPTION

ELECTRICAL SYMBOLS

TC

TC TC

DEDICATED 20A SIGN CIRCUIT
NEAR ENTRANCE PER NEC ART.
600.5 (W/ DISCONNECT)

SIGNED 11/8/2021
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